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ÍÀÇÍÀ×ÅÍÈÅ · APPLICATION

Ïèñòîëåò cïîðòèâíûé ñòàíäàðòíûé ìàëîêàëèáåðíûé ìîäåëè
ÌÖÌ ïðåäíàçíà÷åí äëÿ ïåðâîíà÷àëüíîãî îáó÷åíèÿ ñòðåëüáå ïî
ìèøåíÿì íà äèñòàíöèè 25 ì â ñïîðòèâíûõ òèðàõ è íà ñòðåëüáè-
ùàõ.  Äëÿ ñòðåëüáû ïðèìåíÿþòñÿ âèíòîâî÷íûå ïàòðîíû êîëüöå-
âîãî âîñïëàìåíåíèÿ êàëèáðà 5,6 ìì (22 L.R.).

The MCM standard small-bore sporting pistol is designed for
entry-level target shooting in shooting galleries and on shooting ranges
at 25 m distance. Calibre 5.6 mm (22 L.R.) rimfire cartridges are used
for this pistol.

ÒÅÕÍÈ×ÅÑÊÀß ÕÀÐÀÊÒÅÐÈÑÒÈÊÀ · SPECIFICATIONS
Äëèíà ñòâîëà, ìì ...................... O152
Barrel length

Äëèíà ïðèöåëüíîé ëèíèè, ìì, ...... O220
Sight radius

Êîëè÷åñòâî ïàòðîíîâ â ìàãàçèíå ........ 5
Magazine capacity, cartridges

Ìàññà ïèñòîëåòà, êã ..................... O1,1

Weight
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ÑÎÑÒÀÂ ÈÇÄÅËÈß È ÊÎÌÏËÅÊÒÍÎÑÒÜ ·
STANDARD EQUIPMENT

Ïåðå÷åíü ñáîðî÷íûõ åäèíèö è äåòàëåé ïèñòîëåòà · List of
Assemblies and Parts of the Pistol
Ïîçè-
öèÿ íà
ðèñ. 1
Item in
Fig. 1

Íàèìåíîâàíèå
Description

Êîëè-
÷åñòâî
Quan-
tity

1 2 3

Ïîçè-
öèÿ íà
ðèñ. 1
Item in
Fig. 1

Íàèìåíîâàíèå
Description

Êîëè-
÷åñòâî
Quan-
tity

1 2 3

1 Ñòâîë 1
Barrel

2 Øòèôò ñòâîëà 1
Barrel pin

3 Ùèòîê 1
Cover

4 Âèíò ùèòêà 1
Cover screw

5 Îòðàæàòåëü 1
Ejector

6 Øòèôò 2
Pin

7 Ðàìêà 1
Frame

8 Âèíò îãðàíè÷èòåëüíûé 1
Trigger-stop screw

9 Çàêëåïêà 1
Rivet

10 Îñíîâàíèå ïðèöåëà 1
Rear sight base
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11 Âèíò ñòîïîðíûé 1
Locking screw

12 Ïðóæèíà ïðèöåëà 1
Rear sight spring

13 Öåëèê 1
Rear-sight blade

14 Âèíò ïðèöåëà
ñîáðàííûé 1
Rear-sight screw, assy

15 Øàðèê 1
Bead

16 Ïðóæèíà ãíåòêîâ 1
Plunger spring

17 Çàòâîð 1
Slide

18 Ïðóæèíà óäàðíèêà 1
Firing pin spring

19 Óäàðíèê 1
Firing pin

1 2 3 1 2 3

20 Øòèôò óäàðíèêà è îñü
çàùåëêè ìàãàçèíà 2
Firing pin retaining pin
and magazine catch pin

21 Ïðóæèíà âûáðàñûâàòåëÿ 1
Extractor spring

22 Óïîð âûáðàñûâàòåëÿ 1
Extractor stop

23 Âûáðàñûâàòåëü 1
Extractor

24 ×åêà 1
Cotter

25 Ìóøêà 1
Front sight

26 Ðåãóëÿòîð ìóøêè 1
Front sight adjuster

27 Âèíò ìóøêè 1
Front sight screw

28 Øòèôò âèíòà ìóøêè 2
Front sight screw pin
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29 Âèíò ñòÿæíîé 1
Coupling screw

30 Ãíåòîê ðåãóëÿòîðà
ìóøêè 1
Front sight adjuster
plunger

31 Øòèôò 1
Pin

32 Îñíîâàíèå ìóøêè 1
Front sight base

33 Ãîëîâêà øòîêà 1
Rod head

34 Øòèôò ãîëîâêè øòîêà 1
Rod head pin

35 Ìóôòà 1
Sleeve

36 Øòîê 1
Rod

37 Ïðóæèíà âîçâðàòíàÿ 1
Recoil spring

1 2 3 1 2 3

38 Ïðóæèíà êðþ÷êà
ñïóñêîâîãî 1
Trigger spring

39 Êðþ÷îê ñïóñêîâîé 1
Trigger

40 Òÿãà ñïóñêîâàÿ 1
Trigger bar

41 Øòèôò 1
Pin

42 Ïðóæèíà òÿãè ñïóñêîâîé 1
Trigger bar spring

43 Øåïòàëî 1
Sear

44 Îñü 1
Pin

45 Ïðóæèíà øåïòàëà 1
Sear spring

46 Îñü êóðêà 1
Hammer pin
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47 Øòèôò 1
Pin

48 Êóðîê 1
Hammer

49 Òÿãà êóðêà 1
Hammer strut

50 Ïðóæèíà áîåâàÿ 1
Mainspring

51 Çàùåëêà ìàãàçèíà 1
Magazine catch

52 Ïðóæèíà çàùåëêè 1
ìàãàçèíà
Magazine catch spring

53 Êîðïóñ ìàãàçèíà 1
Magazine housing

54 Ïîäàâàòåëü 1
Follower

1 2 3 1 2 3

55 Êíîïêà ìàãàçèíà 1
Magazine button

56 Ïðóæèíà ïîäàâàòåëÿ 1
Follower spring

57 Øòèôò êðûøêè 1
ìàãàçèíà
Magazine cover pin

58 Êðûøêà ìàãàçèíà 1
Magazine cover

59 Ùå÷êà ëåâàÿ 1
Grip, l. h.

60 Ùå÷êà ïðàâàÿ 1
Grip, r. h.

61 Âèíò ùå÷åê 4
Grip screw

62 Ïðóæèíà 1
Spring
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Ðèñóíîê 1 – Ñáîðî÷íûå åäèíèöû è äåòàëè ïèñòîëåòà
Fig. 1 – Pistol Assemblies and Parts

20
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ÊÎÌÏËÅÊÒÍÎÑÒÜ · SET OF DELIVERY
Ïèñòîëåò ......................................... 1
Pistol

Ôóòëÿð ........................................... 1
Case

Ìàãàçèí .......................................... 1
Magazine

Øîìïîë .......................................... 1
Cleaning rod

Ìàñëåíêà ........................................ 1
Oiler

Âûêîëîòêà ....................................... 1
Drift

Îòâåðòêà ......................................... 1
Screwdriver

Óäàðíèê .......................................... 1
Firing pin

Ïðóæèíà âîçâðàòíàÿ ......................... 1
Recoil spring

Ïðóæèíà êðþ÷êà ñïóñêîâîãî ............. 1
Trigger spring

Ïðóæèíà áîåâàÿ ............................... 1
Mainspring

Ïðóæèíà øåïòàëà ............................. 2
Sear spring

Ïðóæèíà òÿãè ñïóñêîâîé ................... 1
Trigger bar spring

Âèíò ùå÷åê ...................................... 2
Grip screw

Ïàñïîðò ........................................... 1
Certificate
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ÓÑÒÐÎÉÑÒÂÎ È ÏÐÈÍÖÈÏ ÐÀÁÎÒÛ ·
DESIGN AND OPERATION

Ñõåìà ìåõàíèçìîâ ïèñòîëåòà ïîêàçàíà íà ðèñóíêå 2.
Ïðèöåëüíîå ïðèñïîñîáëåíèå ïèñòîëåòà äàåò âîçìîæíîñòü

òî÷íî ðåãóëèðîâàòü ïîëîæåíèå ïðèöåëüíîé ëèíèè ïî ãîðèçîíòà-
ëè è âåðòèêàëè.

Ïðåäîõðàíèòåëüíîå óñòðîéñòâî âûïîëíåíî â âèäå ñïåöèàëü-
íîãî ïàçà íà ïðåäîõðàíèòåëüíîì âçâîäå êóðêà. Ïðè ïîñòàíîâêå
êóðêà â ïîëîæåíèå ÏÐÅÄÎÕÐÀÍÅÍÈÅ áîåâîé âçâîä øåïòàëà
âõîäèò â óêàçàííûé ïàç, ÷åì è îáåñïå÷èâàåòñÿ âçàèìíàÿ áëîêè-
ðîâêà êóðêà è øåïòàëà.

Óäàðíûé ìåõàíèçì êóðêîâîãî òèïà. Ðàáîòà àâòîìàòèêè ïèñ-
òîëåòà îñíîâàíà íà ïðèíöèïå îòäà÷è ñâîáîäíîãî çàòâîðà. Àâòîìà-
òè÷åñêèé öèêë âêëþ÷àåò â ñåáÿ èçâëå÷åíèå è îòðàæåíèå èñïîëü-
çîâàííîé ãèëüçû, âçâåäåíèå óäàðíîãî ìåõàíèçìà è äîñûëàíèå
î÷åðåäíîãî ïàòðîíà èç ìàãàçèíà â ïàòðîííèê.

The pistol schematic diagram is shown in Fig. 2.
The sighting device allows adjustment of the sight radius for

windage and elevation. A special hammer half-cock notch serves as
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a safety device. When the hammer is set to the safe position, the sear
nose engages the abovementioned notch, blocking both the hammer
and the sear.

The firing mechanism is of a hammer type. The pistol automatic
operation bases on the blow-back principle. The automatic cycle
includes extraction and ejection of the used case, the firing
mechanism cocking and feeding the next cartridge from the magazine
into the chamber.

ÒÐÅÁÎÂÀÍÈß ÁÅÇÎÏÀÑÍÎÑÒÈ ·
SAFETY REQUIREMENTS

Âñåãäà ñ÷èòàéòå ïèñòîëåò çàðÿæåííûì è ãîòîâûì ê âûñòðåëó.
Íèêîãäà íå íàïðàâëÿéòå ïèñòîëåò â ñòîðîíó ÷åëîâåêà.
Çàðÿæàéòå ïèñòîëåò ïåðåä ñòðåëüáîé, íå õðàíèòå åãî çàðÿ-

æåííûì.

Always consider the pistol to be loaded and ready for shooting.
Do not point the pistol at people.
Load the pistol only before shooting. Do not store the loaded

pistol.



1 0



1 1

 1 – ìóøêà  ñîáðàííàÿ · front sight assy
 2 – ÷åêà · cotter
 3 – ðàìêà  ñî  ñòâîëîì  è  ïðèöåëîì · frame with barrel and rear sight
 4 –  çàòâîð · slide
 5 – êóðîê   ñîáðàííûé · hammer assy
 6 – îñü  êóðêà · hammer pin
 7 – îñü · pin
 8 – øåïòàëî · sear
 9 – ïðóæèíà   áîåâàÿ · mainspring
10 – îñü   çàùåëêè ìàãàçèíà · magazine catch pin
11 – ïðóæèíà  çàùåëêè  ìàãàçèíà · magazine catch spring
12 – çàùåëêà  ìàãàçèíà · magazine catch
13 – ìàãàçèí · magazine
14 – ïðóæèíà ñïóñêîâîé òÿãè · trigger bar spring
15 – âèíò îãðàíè÷èòåëüíûé · stop screw
16 –ñïóñêîâîé êðþ÷îê  ñ òÿãîé · trigger with bar
17 – ïðóæèíà ñïóñêîâîãî êðþ÷êà · trigger spring
18 – øòîê  ñîáðàííûé · rod assy

Ðèñóíîê 2 – Ñõåìà ìåõàíèçìîâ ïèñòîëåòà
Fig. 2 – Pistol Schematic Diagram
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ÏÎÐßÄÎÊ ÝÊÑÏËÓÀÒÀÖÈÈ · OPERATION

Ïðè ïîäãîòîâêå ïèñòîëåòà ê ñòðåëüáå âûïîëíèòå ñëåäóþùåå:
1 Óáåäèòåñü â îòñóòñòâèè ïàòðîíà â ïàòðîííèêå.
2 Ïðîèçâåäèòå íåïîëíóþ ðàçáîðêó ïèñòîëåòà, äëÿ ÷åãî:
– îòäåëèòå ìàãàçèí 13 (ñì. ðèñ. 2);
– îòâåðíèòå âèíòû 61 (ñì. ðèñ. 1) è ñíèìèòå ùå÷êè 59, 60;
– îòäåëèòå çàòâîð 4 (ñì. ðèñ. 2).
3 Âû÷èñòèòå è ñìàæüòå ïèñòîëåò.
4 Ñîáåðèòå ïèñòîëåò è ïðîâåðüòå åãî ðàáîòîñïîñîáíîñòü.
Ïåðåä âûïîëíåíèåì óïðàæíåíèé èç ïèñòîëåòà:
– ñíàðÿäèòå ìàãàçèí ïÿòüþ ïàòðîíàìè;
– âñòàâüòå ìàãàçèí â ïèñòîëåò è ïðèñòåãíèòå åãî;
– îòâåäèòå çàòâîð â êðàéíåå çàäíåå ïîëîæåíèå è îòïóñòèòå;
– óáåäèòåñü â íàëè÷èè ïàòðîíà â ïàòðîííèêå îòâåäåíèåì

çàòâîðà íà 5-10 ìì.
Ïî îêîí÷àíèè ñòðåëüáû:
– îòäåëèòå ìàãàçèí;
– óáåäèòåñü â îòñóòñòâèè ïàòðîíà â ïàòðîííèêå. Ïðè íàëè÷èè

ïàòðîíà, èçâëåêèòå åãî;
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– ñïóñòèòå êóðîê 5 ñ áîåâîãî âçâîäà è ïîñòàâüòå åãî â
ïîëîæåíèå ÏÐÅÄÎÕÐÀÍÅÍÈÅ ïîâîðîòîì íà 10-15 ìì äî âõîæ-
äåíèÿ øåïòàëà â ïàç ïðåäîõðàíèòåëüíîãî âçâîäà êóðêà.

When preparing the pistol for shooting, proceed as follows:
1 Make sure that no cartridge is in the chamber.
2 Disassemble the pistol partially as follows:
– remove magazine 13 (see Fig. 2);
– undo screws 61 (see Fig. 1) and remove grips 59 and 60;
– remove slide 4 (see Fig. 2).
3 Clean and oil the pistol.
4 Assemble and test the pistol.
Before exercising, proceed as follows:
– load the magazine with five cartridges;
– fit and secure the magazine in the pistol;
– move the slide fully to the rear and then release it;
– move the slide back for 5 to 10 mm to ensure that the chamber

is empty.
On completion of shooting:
– remove the magazine;
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– make sure that no cartridge is in the chamber. If there is a
cartridge in the chamber, remove it;

– release hammer 5 and set it to SAFE position by turning it for
about 10-15 mm until the sear enters the hammer half-cock notch.

ÑÂÈÄÅÒÅËÜÑÒÂÎ Î ÏÐÈÅÌÊÅ ·
ACCEPTANCE CERTIFICATE

Ïèñòîëåò ñïîðòèâíûé ñòàíäàðòíûé ìàëîêàëèáåðíûé ìîäåëè
ÌÖÌ ¹ _____________________ ñîîòâåòñòâóåò ÒÓ 3-3.881-78,
ÃÎÑÒ Ð 50529-93, êðèìèíàëèñòè÷åñêèì òðåáîâàíèÿì ÌÂÄ Ðîññèè
è ïðèçíàí ãîäíûì äëÿ ýêñïëóàòàöèè. Ïèñòîëåò ñïîðòèâíûé ñòàí-
äàðòíûé ìàëîêàëèáåðíûé ìîäåëè ÌÖÌ êàëèáðà 5,6 ìì (22 L.R.)
ñåðòèôèöèðîâàí íà ñîîòâåòñòâèå òðåáîâàíèÿì áåçîïàñíîñòè, ñåðòè-
ôèêàò ÐÎÑÑ.RU.ÌÆ03.Â00591 ñðîê äåéñòâèÿ ñ 21.10.2003 ïî
20.10.2006

Ñåðòèôèêàò âûäàí Îðãàíîì ïî ñåðòèôèêàöèè ãðàæäàíñêîãî
è ñëóæåáíîãî îðóæèÿ è ïàòðîíîâ ê íåìó Óäìóðòñêîãî ÖÑÌ,
ðåãèñòðàöèîííûé íîìåð ÐÎÑÑ RU.0001.11ÌÆ03.

The MCM Standard Small-Bore Sporting Pistol No. __________
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complies with the Specification TY 3-3.881-78, the State standard
ÃÎÑÒ Ð 50529-93 and the criminalistical requirements of the
Internal Affairs Ministry of Russia and found fit for service.

The MCM Standard Small-Bore Sporting Pistol has been
certified for conformity with the safety requirements by the Safety
Certificate POCC RU.ÌÆ03.Â00591 which is valid from October
21, 2003 to October 20, 2006.

The Certificate has been granted by the Service/Civilian
Weapons and Ammunition Certification Agency of the Udmurt
Standardization and Metrology Centre, reg. No. POCC
RU.0001.11ÌÆ03.

Ì.Ï. Äàòà âûïóñêà _______________________
Date of manufacture

ÑÂÅÄÅÍÈß Î ÊÎÍÑÅÐÂÀÖÈÈ ·
SLUSHING CERTIFICATE

Ïèñòîëåò ñïîðòèâíûé ñòàíäàðòíûé ìàëîêàëèáåðíûé ìîäåëè
ÌÖÌ ¹ ____________ ïîäâåðãíóò êîíñåðâàöèè.



The MCM standard small-bore sporting pistol No. ___________
has been subjected to slushing.

Äàòà êîíñåðâàöèè _______________
Date of slushing

Ñðîê çàùèòû áåç ïåðåêîíñåðâàöèè  36 ìåñÿöåâ
Slushing term without reslushing is 36 months

Êîíñåðâàöèþ ïðîèçâåë
Slushed by

Ïèñòîëåòû äîëæíû õðàíèòüñÿ â îòàïëèâàåìûõ è âåíòèëè-
ðóåìûõ ïîìåùåíèÿõ, ðàñïîëîæåííûõ â ëþáûõ ìàêðîêëèìà-
òè÷åñêèõ ðàéîíàõ.

Pistols should be stored in warm and well ventilated places
located in any macroclimatic region.

Ïèñòîëåò ñïîðòèâíûé ñòàíäàðòíûé
ìàëîêàëèáåðíûé ÌÖÌ.
Ïàñïîðò íà ðóñ. è àíãë. ÿç.
È. Çàê. 1926



Ïðèñòóïàÿ ê ýêñïëóàòàöèè ïèñòîëåòà, âíèìàòåëüíî èçó÷è-
òå íàñòîÿùèé ïàñïîðò.

Before using the pistol, study carefully this Certificate.

ÌÖÌ

Ïèñòîëåò ñïîðòèâíûé
ñòàíäàðòíûé ìàëîêàëèáåðíûé
Standard Small-Bore Sporting Pistol
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